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	LOCATION
	

	ASSESSMENT COMPLETED BY
	

	DATE COMPLETED
	



	STEP 1 - ASSESS THE TYPE OF WORKPLACE
	ANSWER
	IF YES,

	Will workers be exposed to hazards that could result in a serious and sudden injury or illness that would require not only immediate first aid but also:
(a) further assessment or treatment by an emergency department; and/or
(b) may cause permanent disability or death
For example, any site with any high risk construction activities would be a high risk workplace.
	☐ YES
☐ NO
	

	The workplace is more than 50km from medical and ambulance services?
	☐ YES
☐ NO
	

	STEP 2 - ASSESS THE NEED FOR A FIRST AID ROOM
	ANSWER
	IF YES,

	Will your workplace be:
· Not remote, low risk and has more than 200 employees; or
· remote, low risk and has more than 150 employees present at any one time, or
· not remote but high risk and has more than 150 employees present at any one time without access to local medical centres or hospital, or 
· remote, high risk and has more than 100 employees present at any one time (Note: a first aid room is not required if an occupational health service is provided)
	 ☐ YES
☐ NO NSWER
	

	STEP 3 - ASSESS THE NUMBER OF FIRST AIDERS REQUIRED ON SITE
	ANSWER
	ACTION

	Number of workers and visitors – (office & field)
	
	

	Shifts – Day/ night
	
	

	Does the risk register identify tasks where workers will be isolated from other workers?
Working alone means either in time or location a worker would be unlikely to come into contact with other people for extended periods of time, e.g. only one person working on the project, or a service plant operator checking bores off site.
	☐ YES
☐ NO
	

	STEP 4 - ASSESS THE NUMBER AND LOCATION OF KITS
	ANSWER
	HOW MANY & WHERE?

	Is the workplace a high risk (see answer from step 1)
Any site with any high risk construction activities is a high risk workplace.
If “Yes”, at least one kit should be provided, with an additional kit for every 50 workers exceeding 25 workers
	☐ YES
☐ NO
	

	Is the workplace a low risk (see answer from step 1)
Other workplaces, such as Head Office/ Administration.
If “Yes”, at least one kit should be provided, with an additional kit for every 50 workers exceeding 100 workers
	☐ YES
☐ NO
	

	Will workers be working in separate locations, dispersed over a wide area? It may be appropriate to provide first aid kits in each work area e.g. different work areas, floors. This may include portable first aid kits in motor vehicles and other separate work areas.
	☐ YES
☐ NO
	

	STEP 5 - TYPE OF KITS
	YES/NO
	IF YES,

	Is the workplace remote? (see Step 1)
	☐ YES
☐ NO
	

	Is the work to be performed outside, and there is a reasonably foreseeable risk of insect stings and/or snake bites
	☐ YES
☐ NO
	

	Is there the risk of any of the following types of burns at the workplace:
a) a chemical burn.
b) an electrical burn.
c) a burn to sensitive areas such as the face, hands, feet, groin or genitals.
d) a burn greater than a 20 cent piece.
e) a deep burn that is of concern (e.g. where a small molten fragment has become
embedded); or
f) any burn that is of concern.
	☐ YES
☐ NO
	

	STEP 6 – INSPECTION AND MAINTENANCE OF KITS
	DETAILS

	
Outline inspection and maintenance requirements of kits?

	

	Who will be responsible for the maintenance of the kits?
	



	STEP 7 - ASSESS THE LIKELY HAZARDS AND ANY ADDITIONAL FIRST AID OR EMERGENCY EQUIPMENT REQUIRED



	HAZARDS
	ANSWER
	FIRST AID EQUIPMENT 
REQUIRED
	EMERGENCY EQUIPMENT REQUIRED
	INSPECTION AND MAINTENANCE REQUIREMENTS FOR FIRST AID AND EMERGENCY EQUIPMENT

	Working at height, Slips & trips causing fractures, bruises, lacerations, dislocations, concussion.
	☐ YES
☐ NO
	
	
	

	Electricity, causing potential ignition source could cause injuries from fire.
Exposure to live electrical wires can cause shock, burns and cardiac arrest.
	☐ YES
☐ NO
	
	
	

	Machinery and equipment - Being hit by moving vehicle or being caught by moving parts of machinery can cause fractures, amputation, bruises, lacerations, dislocations.
	☐ YES
☐ NO
	
	
	

	Will:
there be chemicals stored on site, or refuelling operations take place on site, or machines be serviced on site?
	☐ YES
☐ NO
	
	
	

	Will there be work performed in confined spaces?
	☐ YES
☐ NO
	
	
	

	Hazardous, toxic, or corrosive chemicals may be inhaled, contact skin or eyes causing poisoning, chemical burns, irritation.
Flammable chemicals could result in injuries from fire or explosion.
Are there specific hazardous substances requiring first aid equipment not normally found in a standard first aid kit or will larger quantities of supplies be required?
Do material safety data sheets require specialist equipment?
	☐ YES
☐ NO
	
	
	

	Extreme temperatures
Hot surfaces and materials can cause burns. Exposure to heat can cause heat stress and fatigue. Exposure to extreme cold can cause hypothermia and frost bite
	☐ YES
☐ NO
	
	
	

	Cyclone
	☐ YES
☐ NO
	
	
	

	Manual tasks
Overexertion can cause muscular strain.
	☐ YES
☐ NO
	
	
	

	Radiation
Welding arc flashes, ionizing radiation and lasers can cause burns
	☐ YES
☐ NO
	
	
	

	Biological
Infection, allergic reactions
	☐ YES
☐ NO
	
	
	

	Animals
Bites, stings, kicks, scratches
	☐ YES
☐ NO
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