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	Asset number
	
	Asset description
	

	Serial number
	
	Manufacturer
	

	Supplier / owner

	
	LOR Plant Assessor inspection date
	


	Process
	
	Document owner
	
	Step
	
	Gateways
	
	Document type

	Enabling Process
	
	Select
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	The following items must be checked prior to operating on Site. 
	YES / NO

	Check if any existing damage (list in comments if any damage found)
	

	Plant is free of visible oil leaks and excess grease 
	

	Check hydraulic system hoses and fittings for deterioration, wear or damage
	

	Plant is free from any weeds or seeds
	

	Fire extinguisher in date
	

	Current electrical tag for machines with a 240V GPO
	

	Rail network registration in date
	

	Pre-start book (and EWP log book if applicable) 
	

	Operators manual present with machine
	

	Plant Risk Assessment present with machine
	

	Road registration papers (and sticker in applicable states) present with machine
	

	Maintenance records in cab or available 
	



	Comments 

	

	

	

	

	



	Pre-mobilisation declaration (to be completed by owner/supplier)

	I declare that this machine is in a safe condition, is free from defect and is fit for purpose:

	Name:
	Position:
	Signature:
	Date:




	Signed and accepted by the Workplace / Project:

	Name:
	Position:
	Signature:
	Date:
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